REVISIONS REVISIONS
254 mn 254 mm
'T' REV. DESCRIPTIIN TATE APPROVED 'T' REV. DESCRIPTIN DATE APPROVED
A [ BASELINE RELEASE 4/22/97
B | CHANGED THICKNESS TO 2.0 6/23/97
NOTES: UNLESS OTHERWISE $41.00
SPECIFIED

1, MATERIAL: MAGNESIUM FLUORIDE
(Vv U V GRADE WITH NO INCLUSIONS,
BUBBLES OR SEEDS).

2. FINISH OPTICAL POLISH
SURFACES A & B TO 20/10 SCRATCH

DIG, SLEAKING TO BE ELIMINATED, +
AND FLATNESS TO BE 4 FRINGES OR

BETTER AT NoD EMISSION LINE.

3. MATERIAL CERTIFICATION
REQUIRED

4. IDENTIFY BY BAGGING AND
TAGGING

S. PROVIDE LOT TRACEABILITY AND
CERTIFICATION OF COMPLIANCE WITH
DELIVERED PARTS

6. VEHICLE USED FOR FINAL POLISH
TO SPECIFIED FINISH OTHER THAN
EYTHLENE GLYCOL IS TO BE
REPORTED.
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e | SmE

7. ORIENT MATERIAL OPTICAL AXIS
PERPENDICULAR TO WINDOW FACE

1 |A/R MAGNESIUM FLUORIDE (MgF2)
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